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Comprehensive  
suite of transducers
The ACUSON NX2 Elite ultrasound 
system has a comprehensive suite  
of over 10 transducers supporting a 
diverse range of clinical applications.
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Curved

CH5-2 transducer
Frequency Bandwidth 1.4–5.0 MHz

Selectable 2D Frequencies 2.5, 3.6, 5.0 MHz

Selectable THI (TEI) Frequencies 3.1, 3.6, 4.4, 5.0 MHz

Selectable Color Doppler Frequencies 2.0, 2.7 MHz

Selectable Pulsed Wave Frequencies 2.0, 2.7 MHz

Number of Elements 128

Footprint 61.1 mm

Maximum Field of View 68°

Maximum Display Depth 300 mm

Biopsy Guide Kit ACUSON NX2, CH4-1 Needle Guide Set

Biopsy Guide Angles 45° (A), 30.5° (B)

Compatible with

ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON X600 ultrasound system
ACUSON NX3 ultrasound system
ACUSON NX3 Elite ultrasound system

Exam Types Obstetrics, Early Obstetrics, Abdomen, Renal, 
Pelvis, Emergency Medicine

Intended Applications
Obstetrics, Early Obstetrics, Abdomen, Renal, 
Pelvis, Emergency Medicine, Musculoskeletal, 
Vascular, Lung

Design Attributes

•	Wide bandwidth curved array transducer
•	Hanafy lens transducer technology
•	User-selectable MultiHertz multiple 

frequency imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable
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C8F3 transducer
Frequency Bandwidth 2.0–7.0 MHz

Selectable 2D Frequencies 3.3, 4.2, 5.0 MHz

Selectable THI (TEI) Frequencies 4.4, 5.0, 5.7 MHz

Selectable Color Doppler Frequencies 2.7, 3.3 MHz

Selectable Pulsed Wave Frequencies 2.7, 3.3 MHz

Number of Elements 128

Footprint 47.9 mm

Maximum Field of View 68°

Maximum Display Depth 300 mm

Biopsy Guide Not available

Compatible with

ACUSON X600 ultrasound system
ACUSON X700 ultrasound system
ACUSON NX3 ultrasound system
ACUSON NX3 Elite ultrasound system

Exam Types Abdomen, Early Obstetrics, Fetal Echo, 
Gynecology, Obstetrics, Pelvic Floor

Design Attributes

•	Curved Vector Format
•	Wide bandwidth curved array transducer
•	User-selectable MultiHertz imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable
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C5-2v transducer
Frequency Bandwidth 2~5 MHz

Selectable 2D Frequencies 2.5, 3.6, 4.7 MHz

Selectable THI (TEI) Frequencies 3.1, 3.6, 4.4, 5.0 MHz

Selectable Color Doppler Frequencies 2.0, 2.7 MHz

Selectable Pulsed Wave Frequencies 2.0, 2.7 MHz

Number of Elements 128

Footprint 62.0 mm

Maximum Field of View 68°

Maximum Display Depth 300 mm

Biopsy Guide Kit ACUSON NX2, C5-2v Needle Guide Set

Biopsy Guide Angles 40.4° (A), 25.6° (B)

Exam Types Obstetrics, Early Obstetrics, Abdomen, Renal, 
Pelvis, Emergency Medicine, Obstetrics (Japan)

Intended Applications
Obstetrics, Early Obstetrics, Abdomen, Renal, 
Pelvis, Emergency Medicine, Musculoskeletal, 
Vascular, Lung

Design Attributes

•	Wide bandwidth curved array transducer
•	User-selectable MultiHertz multiple 

frequency imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable
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VF10-5 transducer
Frequency Bandwidth 5.0–10.0 MHz

Selectable 2D Frequencies 6.2, 8.0, 10.0 MHz

Selectable THI (TEI) Frequencies 7.3, 8.0, 9.4 MHz

Selectable Color Doppler Frequencies 4.0, 5.3, 6.2 MHz

Selectable Pulsed Wave Frequencies 4.0, 5.3, 6.2 MHz

2D Steering Angle max. ± 20º

Color Doppler Steering Angle max. ± 20º

PW Doppler Steering Angle max. ± 20º

Number of Elements 128

Footprint 38.4 mm

Maximum Field of View 100 mm

Maximum Display Depth Not available

Biopsy Guide Kit ACUSON NX2, SG-3 Needle Guide Set

Biopsy Guide Angles 52° (A), 40° (B)

Compatible with

ACUSON X700 ultrasound system
ACUSON X600 ultrasound system
ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON NX3 ultrasound system
ACUSON NX3 Elite ultrasound system
ACUSON X300 ultrasound system

Exam Types
Breast, Cerebrovascular, Emergency Medicine, 
Musculoskeletal, Orthopedic, Peripheral 
Vascular, Testicle, Thyroid, Venous

Design Attributes

•	Wide bandwidth linear transducer
•	Virtual format imaging
•	User-selectable MultiHertz imaging
•	Ergonomically designed form factor
•	2D beam steering
•	Lightweight transducer with flexible cable

Linear
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L10-5v transducer
Frequency Bandwidth 5 ~12 MHz

Selectable 2D Frequencies 6.2, 8.0, 10.0 MHz

Selectable THI (TEI) Frequencies 7.3, 8.0, 9.4 MHz

Selectable Color Doppler Frequencies 4.0, 5.3, 6.2 MHz

Selectable Pulsed Wave Frequencies 4.0, 5.3, 6.2 MHz

Number of Elements 128

Footprint 38.4 mm

Maximum Field of View Not available

Maximum Display Depth 100 mm

Biopsy Guide Kit ACUSON NX2, L10-5v Needle Guide Set

Biopsy Guide Angles 51.5° (A), 38° (B)

Exam Types
Breast, Cerebrovascular, Emergency Medicine, 
Musculoskeletal, Orthopedic, Peripheral 
Vascular, Testicle, Thyroid, Venous

Design Attributes

•	Wide bandwidth linear transducer
•	Virtual format imaging
•	User-selectable MultiHertz imaging
•	Ergonomically designed form factor
•	2D beam steering
•	Lightweight transducer with flexible cable
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Phased

P4-2 transducer
Frequency Bandwidth 1.3–4.4 MHz

Selectable 2D Frequencies 2,0, 2.5, 2.9, 3.1, 3.6 MHz

Selectable THI (TEI) Frequencies 2.7. 3.0. 3.1, 3.4, 3.6, 4.0 MHz

Selectable Color Doppler Frequencies 2.0, 2.2, 2.5, 3.3 MHz

Selectable Pulsed Wave Frequencies 2.0, 2.2, 2.5, 3.3 MHz

Selectable Continuous Wave 
Frequencies 2.0 MHz

Number of Elements 64

Footprint 14 mm × 17 mm

Maximum Field of View 88°

Maximum Display Depth 300 mm

Biopsy Guide Kit Not available

Biopsy Guide Angles Not available

Compatible with

ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON X300 ultrasound system
ACUSON NX3 ultrasound system
ACUSON NX3 Elite ultrasound system

Exam Types Obstetrics, Abdomen, Emergency Medicine

Intended Applications Obstetrics, Abdomen, Cardiac, Emergency 
Medicine (Cardiac)

Design Attributes

•	Wide bandwidth phased array transducer
•	User-selectable MultiHertz imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable
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EC9-4 transducer
Frequency Bandwidth 3.3–10.3 MHz

Selectable 2D Frequencies 5.0, 6.7, 7.3 MHz

Selectable THI (TEI) Frequencies 5.7, 6.6, 9.4 MHz

Selectable Color Doppler Frequencies 4.0, 5.3, 6.2 MHz

Selectable Pulsed Wave Frequencies 4.0, 5.3, 6.2 MHz

Number of Elements 128

Footprint 26.2 mm

Maximum Field of View 130°

Maximum Display Depth 140 mm

Biopsy Guide Kit ACUSON NX2,  
EC9-4 Reusable Needle Guide Set

Biopsy Guide Angles 2°

Compatible with

ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON X300 ultrasound system
ACUSON NX3 ultrasound system
ACUSON NX3 Elite ultrasound system

Exam Types Obstetrics, Early Obstetrics, Gynecology, 
Emergency Medicine

Intended Applications Obstetrics, Early Obstetrics, Gynecology, 
Emergency Medicine, Prostate

Design Attributes
•	User-selectable MultiHertz imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable

Endocavity
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10MC3 transducer
Frequency Bandwidth 3.3~10.3 MHz

Selectable 2D Frequencies 5.0, 6.2, 7.3 MHz

Selectable THI (TEI) Frequencies 6.7, 7.3, 8.0, 9.4 MHz

Selectable Color Doppler Frequencies 4.0, 5.3, 6.2 MHz

Selectable Pulsed Wave Frequencies 4.0, 5.3, 6.2 MHz

Selectable M-mode Frequencies 5.0, 6.2, 7.3 MHz

Selectable Continuous Wave 
Frequencies Not available

Number of Elements 128

Footprint 27.4 mm

Maximum Field of View 130°

Maximum Display Depth 14 cm

Biopsy Guide Kit NX2, 10MC3 Needle Guide Set

Biopsy Guide Angles 1.3°

Compatible with ACUSON NX3 ultrasound system R2.0

Exam Types Early Obstetrics, Gynecology, Obstetrics, 
Obstetrics Japan, Urology

Intended Applications Early Obstetrics, Gynecology, Obstetrics, 
Obstetrics Japan, Urology

Design Attributes
•	User-selectable MultiHerz imaging
•	Ergonomically designed form factor
•	Lightweight transducer with flexible cable
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Non-Imaging

CW5 transducer
Selectable CW Doppler Frequencies 5.0 MHz

Number of Elements 2

Diameter 11 mm

Biopsy Guide Not available

Compatible with

ACUSON S3000 ultrasound system
ACUSON S2000 ultrasound system
ACUSON S1000 ultrasound system
ACUSON X700 ultrasound system
ACUSON X600 ultrasound system
ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON X300 ultrasound system

Exam Types Cerebrovascular, Pediatric Echo

CW2 transducer
Selectable CW Doppler Frequencies 2.0 MHz

Number of Elements 2

Diameter 17 mm

Biopsy Guide Not available

Compatible with

ACUSON S3000 ultrasound system
ACUSON S2000 ultrasound system
ACUSON S1000 ultrasound system
ACUSON X700 ultrasound system
ACUSON X600 ultrasound system
ACUSON X300 ultrasound system, premium 
edition (PE)
ACUSON X300 ultrasound system

Exam Types Adult Echo, Pediatric Echo
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